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OPID Assignment Request DOT Form 
PHMSA F 1000.1 through the National 
Registry of Pipeline and LNG Opera-
tors in accordance with § 191.7. 

(b) OPID validation. An operator who 
has already been assigned one or more 
OPID by January 1, 2011, must validate 
the information associated with each 
OPID through the National Registry of 
Pipeline and LNG Operators at http:// 
opsweb.phmsa.dot.gov, and correct that 
information as necessary, no later than 
June 30, 2012. 

(c) Changes. Each operator of a gas 
pipeline, gas pipeline facility, LNG 
plant or LNG facility must notify 
PHMSA electronically through the Na-
tional Registry of Pipeline and LNG 
Operators at http://opsweb.phmsa.dot.gov 
of certain events. 

(1) An operator must notify PHMSA 
of any of the following events not later 
than 60 days before the event occurs: 

(i) Construction or any planned reha-
bilitation, replacement, modification, 
upgrade, uprate, or update of a facility, 
other than a section of line pipe, that 
costs $10 million or more. If 60 day no-
tice is not feasible because of an emer-
gency, an operator must notify PHMSA 
as soon as practicable; 

(ii) Construction of 10 or more miles 
of a new pipeline; or 

(iii) Construction of a new LNG plant 
or LNG facility. 

(2) An operator must notify PHMSA 
of any of the following events not later 
than 60 days after the event occurs: 

(i) A change in the primary entity re-
sponsible (i.e., with an assigned OPID) 
for managing or administering a safety 
program required by this part covering 
pipeline facilities operated under mul-
tiple OPIDs. 

(ii) A change in the name of the oper-
ator; 

(iii) A change in the entity (e.g., com-
pany, municipality) responsible for an 
existing pipeline, pipeline segment, 
pipeline facility, or LNG facility; 

(iv) The acquisition or divestiture of 
50 or more miles of a pipeline or pipe-
line system subject to Part 192 of this 
subchapter; or 

(v) The acquisition or divestiture of 
an existing LNG plant or LNG facility 
subject to Part 193 of this subchapter. 

(d) Reporting. An operator must use 
the OPID issued by PHMSA for all re-

porting requirements covered under 
this subchapter and for submissions to 
the National Pipeline Mapping System. 

[Amdt. No. 191–21, 75 FR 72906, Nov. 26, 2010] 

§ 191.23 Reporting safety-related con-
ditions. 

(a) Except as provided in paragraph 
(b) of this section, each operator shall 
report in accordance with § 191.25 the 
existence of any of the following safe-
ty-related conditions involving facili-
ties in service: 

(1) In the case of a pipeline (other 
than an LNG facility) that operates at 
a hoop stress of 20 percent or more of 
its specified minimum yield strength, 
general corrosion that has reduced the 
wall thickness to less than that re-
quired for the maximum allowable op-
erating pressure, and localized corro-
sion pitting to a degree where leakage 
might result. 

(2) Unintended movement or abnor-
mal loading by environmental causes, 
such as an earthquake, landslide, or 
flood, that impairs the serviceability of 
a pipeline or the structural integrity or 
reliability of an LNG facility that con-
tains, controls, or processes gas or 
LNG. 

(3) Any crack or other material de-
fect that impairs the structural integ-
rity or reliability of an LNG facility 
that contains, controls, or processes 
gas or LNG. 

(4) Any material defect or physical 
damage that impairs the serviceability 
of a pipeline that operates at a hoop 
stress of 20 percent or more of its speci-
fied minimum yield strength. 

(5) Any malfunction or operating 
error that causes the pressure of a 
pipeline or LNG facility that contains 
or processes gas or LNG to rise above 
its maximum allowable operating pres-
sure (or working pressure for LNG fa-
cilities) plus the build-up allowed for 
operation of pressure limiting or con-
trol devices. 

(6) A leak in a pipeline or LNG facil-
ity that contains or processes gas or 
LNG that constitutes an emergency. 

(7) Inner tank leakage, ineffective in-
sulation, or frost heave that impairs 
the structural integrity of an LNG 
storage tank. 

(8) Any safety-related condition that 
could lead to an imminent hazard and 
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Pipeline and Hazardous Materials Safety Administration, DOT § 191.27 

causes (either directly or indirectly by 
remedial action of the operator), for 
purposes other than abandonment, a 20 
percent or more reduction in operating 
pressure or shutdown of operation of a 
pipeline or an LNG facility that con-
tains or processes gas or LNG. 

(b) A report is not required for any 
safety-related condition that— 

(1) Exists on a master meter system 
or a customer-owned service line; 

(2) Is an incident or results in an in-
cident before the deadline for filing the 
safety-related condition report; 

(3) Exists on a pipeline (other than an 
LNG facility) that is more than 220 
yards (200 meters) from any building 
intended for human occupancy or out-
door place of assembly, except that re-
ports are required for conditions within 
the right-of-way of an active railroad, 
paved road, street, or highway; or 

(4) Is corrected by repair or replace-
ment in accordance with applicable 
safety standards before the deadline for 
filing the safety-related condition re-
port, except that reports are required 
for conditions under paragraph (a)(1) of 
this section other than localized corro-
sion pitting on an effectively coated 
and cathodically protected pipeline. 

[Amdt. 191–6, 53 FR 24949, July 1, 1988, as 
amended by Amdt. 191–14, 63 FR 37501, July 
13, 1998] 

§ 191.25 Filing safety-related condition 
reports. 

(a) Each report of a safety-related 
condition under § 191.23(a) must be filed 
(received by the Associate Adminis-
trator) in writing within five working 
days (not including Saturday, Sunday, 
or Federal Holidays) after the day a 
representative of the operator first de-
termines that the condition exists, but 
not later than 10 working days after 
the day a representative of the oper-
ator discovers the condition. Separate 
conditions may be described in a single 
report if they are closely related. Re-
ports may be transmitted by facsimile 
at (202) 366–7128. 

(b) The report must be headed ‘‘Safe-
ty-Related Condition Report’’ and pro-
vide the following information: 

(1) Name and principal address of op-
erator. 

(2) Date of report. 

(3) Name, job title, and business tele-
phone number of person submitting the 
report. 

(4) Name, job title, and business tele-
phone number of person who deter-
mined that the condition exists. 

(5) Date condition was discovered and 
date condition was first determined to 
exist. 

(6) Location of condition, with ref-
erence to the State (and town, city, or 
county) or offshore site, and as appro-
priate, nearest street address, offshore 
platform, survey station number, mile-
post, landmark, or name of pipeline. 

(7) Description of the condition, in-
cluding circumstances leading to its 
discovery, any significant effects of the 
condition on safety, and the name of 
the commodity transported or stored. 

(8) The corrective action taken (in-
cluding reduction of pressure or shut-
down) before the report is submitted 
and the planned follow-up or future 
corrective action, including the antici-
pated schedule for starting and con-
cluding such action. 

[Amdt. 191–6, 53 FR 24949, July 1, 1988; 53 FR 
29800, Aug. 8, 1988, as amended by Amdt. 191– 
7, 54 FR 32344, Aug. 7, 1989; Amdt. 191–8, 54 FR 
40878, Oct. 4, 1989; Amdt. 191–10, 61 FR 18516, 
Apr. 26, 1996] 

§ 191.27 Filing offshore pipeline condi-
tion reports. 

(a) Each operator shall, within 60 
days after completion of the inspection 
of all its underwater pipelines subject 
to § 192.612(a), report the following in-
formation: 

(1) Name and principal address of op-
erator. 

(2) Date of report. 
(3) Name, job title, and business tele-

phone number of person submitting the 
report. 

(4) Total length of pipeline inspected. 
(5) Length and date of installation of 

each exposed pipeline segment, and lo-
cation, including, if available, the loca-
tion according to the Minerals Manage-
ment Service or state offshore area and 
block number tract. 

(6) Length and date of installation of 
each pipeline segment, if different from 
a pipeline segment identified under 
paragraph (a)(5) of this section, that is 
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